


2016 V4 DCT

AUTOMATIC BACK POCKET SETTER

SPECIFICATIONS
* Max Sewing Area: 305 X 250 mm
* Clamp Sewing Area: 250 X 247 mm
- % Stitching Length: from 0,1 to 20 min (0,1 Step)
FEED OF THE ARM UNIT BACK POCKET + Max Sewing Speed:
WORKING STATION 2800 rpm (single needle version),
2500 rpm (double needle version)

SPECIFICATIONS # Time Required To Change Clamps / Moulds
Y Max Sewing Speed: 4999 rpm (V100+2516V4): 5 min

‘/Stitching Length: from 0,9 to 4,5 mm M |
Y Standard Needle Gauge: 1/4” (6,4 mm) VIOGIEE.E
Y Optional Needle Gauge: 9/32" (7,2 mm) DOUBLE HEAD POCKET CREASING UNIT

3/8” (9,6 mm) - 1/4” + 1/8” (MIX 9,6 mm)

3/16" (4,8 mm) 2 needles - 5/16" (7,9 mm) a2 o R -V ' SPECIFICATIONS
v Sewing Head: Vi.Be.Mac. 3 needle chain stitch AN | q * Pressing Working Area Unit:

T W 205 X H 217 mm
* Min And Max Pocket Width:
from 60 to 208 mm (up to 238

5 INSEAM PER MINUTE & "l’"‘;% & 2 - X = : without folder device)

: - et! - | . . ' * Min And Max Pocket Height VIOOHA:
on rate incomparabile n the mark N 5 & )
p?cduc’cwﬂ e o e from 75 to 217 mm (also MAXI version available)

W VLBEMAC.

l MEN AND TECHNOLOGY

VI.BE.MAC. SPA - Via Monte Pastello 7/i - 37057 S. Giovanni Lupatoto (VR) Italy - tel. +39 045 8778151/52 - www.vibemac.com
VBM GROUPS - sales(@vbm-grp.com (ITALY), sales@vbm-in.com (INDIA), sales(@vbm-bd.com (BANGLADESH)






